SP5352 SP5014 Testing call via FXO

5
St
: 8402
PBX :
SP5325
FXO: 1004
-
SPS014 SP5103

h 8202
!

SP5352 Setup

STEP 1 :
FXS account:
50141

Mng ookt PBX System Setup Interface

ADD USER GROUP

= [f you do not need to add a new user group you may skip this step by pressing ‘Next' below.

add |

Group ID *

Group D | Description

| sales tect
| trunikl

I_ 1
[~ trunkz




CHOOSE DEVICE

% ADD IP PHOME

" ADD ANALOG PHONE

Mi

Making Communication Easier PBX sy.ftem setup ’nterface

ADD DEVICE

| v

+ [f you do not need to add a new device, you may skip this step by pressing "Hext' below.

DevicelD*  |SP5014_1]

I Auto Provision

add

|Bevice 1D aciated Extension
IPPhoneg201 18201 8298

Auto Client Canf
Disabled
IPPhones202 8202

=
O | Digabled
r |iPPhonesz03 laz03

=

=

|Disabled
Disabled
Disabled

IPPhoneg204 2204
SPE052A_1 [1008




( Logour )W

ADD EXTENSION sl

50141 | Associated Device Im
user * [150141{150141) ~| Password [ |
Pickup Group m ¥ Include Reachables Language | English =
Voicemail [Enable =] Voicemail PIN * [~ |

Max Yoicemail Space | | kBytes Ring Timeout | 20 7| cecs

Extension Number *

I™ Disable Fast Bridging DTMF Mode [RFC2633 7]
Try Peer-to-peer RTP | MO b I L

aciated O
SP5052A 1

a201¢3201) 'sales_test

& Status :Please reload PEX configuration,

Moking Communication Ecser PBX System Setup Interface
(_Logout )W

Welcorne to IP PRX Selup, here are four options for you to complete your PRX system. You can easily
configure PBX settings step by step, or just click Customize Setup to see more options ahout your PBX
system

Add Account Wizard Add Route & Trunk

Select this option for step- E;lsetfat;aﬂli‘osnoﬂ%thorgtifgf;fep_
y-step configuration %
creating user accounts and SIF, Analog PETM or 15D
; trunks. Trunks are used for
extensions. ;
outbound and inbound call
routing.

Mass Extension Adding , Customize Setup

For IP Phone - 1 ¢

: ; Selectthis option to access
Selectthis option to add : : customize Setup pages.
ane ar more extensions.

Note: Any iP PBX confiquration change requires clicking "Refoad” to take effect
Status ‘Please reload PEX configuration.

STEP 2:

SP5325 Routing and Trunk Setup for Wizard



Step 2

Choose Trunk

ADD TRUNK I SIP TRUNK MANAGEMENT

| ®

Trunk Identifier * [1004

| Description |'| 004 |

Auth. Name [1004

| Auth. Password |*‘“* |

v Dynamic Peer

Language |Eng|i8h

VR List |ivr_1DD1 'l

Usergroup of Privilege

™ Disable Fast Bridging

&

DID Type |Nnne DD 'I

ADD TRUNK I SIP TRUNK MANAGEMENT

Trunk Identifier * | 1005

| Description | 1005 |

Auth. Name |1005]

| Auth. Password |“'*"’ |

SIP PraxyIP |

| SIP Praxy Port

" Dynamic Peer

SIF Domain |

SIF Registrar |

¥ Registration Required P

| SIF Registrar Port

Language |Eng|i5h

[

DID Type [Hane DID |

VR List I 'I
Usergroup of Privilege IUG_DEF "I

. ih = = e

& Status Setup 0K, Return Code 0,

L v Help ) — :

e

4



Making Communicofion Eosier

Mm PBX System Setup Interface

Step 1 Ste.p 2

Add Route Al Riow

Trunk Identifier * |1005 | Description |1005 [ sl

Auth, Name [1005 | Auth. Password [~ |

SIP Prowy P | | SIF Proxy Port

SIP Domain | |

™ Dynamic Peer

¥ Registration Required ﬁ:!P el | | SIF Registrar Port 5080

Language |Eng|i5h j

DID Type |Nc:ne [n][m} "l
IR List Iivr_1DD1 'l

Usergroup of Privilege

" Disable Fast Bridging

ASSIGN TRUNK

Group ID
UG DEF
sales test
trunk?l
trunk2

If you do not azsign the tomk to & vser group then no one can
access this toonl, are you shll want o leave?

HLiH

Status :Setup Ok |, Return Code : 0, Please reload PEX
configuration.




Mm PBX System Setup Interface

Welcome to IP PBX Setup, frere are four options for you to compiete your PBX system. Yol cal easily
configure PEX settings step by step, orjust click Custonmize Setup to see more oplions about your PBX
sysienm.

Add Account Wizard _ Add Route & Trunk

Selectthis option far step-
by-step configuration of
SIP, Analog PSTH ar 150D
trunks. Trunks are used for
outhound and inbound call
routing.

Selectthis option for step-
try-step configuration
creating user accounts and
extensions.

Mass Extension Adding | Customize Setup

For IP Phone ; ]

. . E Selectthis option to access
Selectthis option tn_add ; - customize setup pages.
one ar more extensions.

Note: Any iP PEX configuration change requires clicking "Reload” to take effect
Status :Submit...

@
Step 1 Step 3 Step 4

Add Route Choose Trunk Add Trunk

ADD ROUTE GROUP
= You may click a Group ID below to assign Routes to the Route Group, or add a new Group ID.

Add

Group ID *

ated Rout

|25
81,84

\R_FX0_333,R_FX0_D




Step 1

Add Foute:

Step 3

Choose Trunk

Step 4

A Trunk

Step 5

(Logout )W

ign Trunk

Group ID

Description

Associated Routes

'RG_to_FX0

|Route Group tn FXO

| Set I

R_FXO 333

Group ID

Description

Asszociated Trunks

sales_test

Set
RG_To_Ex«t =| [1001 ~| Group
RG_FXO 1002 D
hranch

6=

|

RG_To_Ext,2218010
RG_336,50581,0,0
G 334,1004,0,0




(_Logour )W

4,
Step 1 Step 2

Add Route Add Route Graup

Step 4

Acled Trunk

| TRUNK

& Pleaze reload IF PBX fo take the sethings effect.

Group = ] 001,00
D IE, LI RG_To_Ext,2218001,0,0

1004 o — |RGFXD pots1.0.0
1006 =l Friari B RG to FXOpots1.00 =

Status :Setup Ok 1|, Return Code @ 0, Please reload PEX
canfiguration.

g

Add Account Wizard Add Route & Trunk

Selectthis option for step-
by-step configuration of

SIP, Analog PSTH or ISDM
trunks. Trunks are used for

Selectthis option for step-
by-step configuration
creating user accounts and

erdensions. outkound and inbound call
routing.
Mass Extension Adding Customize Setup
For IP Phone

Selectthis optionto access

Selectthis option to add custornize setup pages.

one or more extensions.

MNote: Any IP PBX configuration change requires clicking "Reload” to take effect.
Status (Setup OK1, Return Code 0,

w2l 2l ml - ] e =

SP5014 SETUP



Network Interface

SIP Config
‘ P Address: |[192  [le8 |1 s
Security Config
‘ Subnet Mask: ‘|255 Jzss 25 o
Line Configuration
ERd e ‘ Default routing gateway: ‘|192 Jiss 1 .J200
Voice Setting ‘ IP Mode: ‘ @ FIXIP © DHCP  PPPoE
Phone Patiern ‘ HTTP Port: “su
Ehane Buck ‘ DNS primary: ‘|1ﬁs Jos ez
Prefix Configuration
DNS secondary: ([168 o5 1 g
Routing Table
‘ SNTP: ‘ { Enable " Disahle
IP Packet ToS
‘ SNTP Server Address: ‘|1ﬁs Jos s 2
Password
RTP Payload Type ‘ L “*9
Configuration
Version and Information ‘ e 2 ‘ © Enable  Disahle
ROM Iipgrade ‘ IP Sharing Server Address: ‘|21|] 59 ez ios
Flash Clean ‘ 0K
Dnhand Carmdnea

-

Metwork Interface

SIP Config
Security Config
Line Configuration
System Configuration
Voice Seiting
Phone Paitern
Phone Book
Prefix Configuration
Routing Table
IF Packei ToS

Password

RTF Payload Type
Configuration

Version and Information

ROM [pgrade ||

Flash Clean

Neiwork Interface

SIP Config

Securiiy Config
Line Configuration
System Configuration
Voice Setting
Phone Pattern
Phone Book
Prefix Co:

uration

Routing Tahle

IP Packet ToS

SIFP Configuration

Mode: ‘ " Peer-2-Peer ¥ Proxy

Primary Proxy IP Address: ‘ |22|].13I].173.68

Primary Pro

Xy port: ‘ I5l]6[l

Secondary Proxy IF Address:

Iml]l

Secondary Pro

Xy port: ‘ I5l]6[l

Ouwibound Proxy:

Iml]l

Ouihound Pro

Xy port: ‘ |5l]6l]

Prefix

String: Inu].l

Linel Number: ‘ Js0141

Line2 Number: ‘ |1004

Line3 Numher:

Jx

Line4 Number: ‘ [1o0s

5!

IP port: ‘ I5l]6[l

RTP Port: ‘ |16384

= T —

ity Configuration

Linel Account: ‘ [s0141

Linel Password:

Line2 Account: ‘|1uu4

Line2 Password:

Line3 Account:

Line3 Pagsword:

Lined Account: ‘|1nns

Line4 Password:




Rehoot FXS0O Gateway

Iiwill iake 40 seconds io reboot.
(remember to CORMMIT data hefore rehooti!)

REBOOT |

e

Note: SP5014 must check the Routing table also.

_ Routing Tahle Configuration

Neiwork Interface

its | Max Digits

Hunt Method

SIP Config
Security Config
Line Configuration ‘FXS Defuult

System Configuration ‘mo Default

YVoice Seiting ‘
1

Phone Pattern

Phone Book ‘ ‘

Prefix Configuration ‘

New Route

IP Packei ToS

‘ Index ‘ Default ‘ Prefix ‘Desﬁmaﬁnn‘ El64 ‘Mj.nl)igiis ‘MaxDigiis M‘:‘:"u‘fd

Password

¥ NONE
" GROUP
C ALL

& FX§
 Fx0 |
1P

RTF Payload Type
Configuration

Wersion and Information

" FX0 |

| AddDats | DeletoData |  Change Default

ROM Upgrade |

Procedure:
1, From IPPHONE-8202 DIAL-
3348513 then the call route to “8513” via FXO(1004)

2, PBX 8513 Dial 8402 heard IVR, then dial to 8202



