
  PS588IL & PS7242IL Vlan Trunks Setting II

PS588IL port 5,6 & PS7242IL port 3,4 => Vlan2
PS588IL port 3,4 & PS7242IL port 5,6 => Vlan3
PS7242IL port 1  => Vlan2 & Vlan3 (to router)
PS588IL port 7,8 & PS7242IL port 7,8 => trunking port



1.PS-588IL Trunk setting (port 7,8):

2.PS-7242IL Trunk setting(port 7,8):



3. PS-588IL Vlan setting(tagged Vlan):

4. PS-588IL add Vlan ID=2 (for Vlan2) :



5. PS-588IL Vlan ID 2 setting :

6. PS-588IL add Vlan ID=3 (for Vlan3):



7. PS-588IL Vlan ID 3 setting :

8.PS-588IL add Vlan ID=1 (for Vlan2 & Vlan3) :



9.PS-588IL Vlan ID 1 setting :

10.Check PS-588IL Vlan ID 2,3,1 setting:



11. PS-7242IL Vlan setting(tagged vlan):

12. PS7242-IL Vlan ID 2 setting (for Vlan 2):



13. PS-7242IL Vlan ID 3 setting (for Vlan3):

14.PS-7242IL Vlan ID 1 setting (for Vlan2 & Vlan3):



15. Check PS-7242IL Vlan ID 2,3,1 setting:


